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(d) Keep the following additional 
records for each locomotive you 
produce that generates or uses emis-
sion credits under the ABT program: 

(1) Engine family designation. 
(2) Locomotive identification num-

ber. You may identify these numbers 
as a range. 

(3) FEL. If you change the FEL after 
the start of production, identify the 
date that you started using the new 
FEL and give the engine identification 
number for the first engine covered by 
the new FEL. 

(4) Rated power and useful life. 
(5) Purchaser and destination for 

freshly manufactured locomotives; or 
owner for remanufactured locomotives. 

(e) We may require you to keep addi-
tional records or to send us relevant in-
formation not required by this section, 
as allowed under the Clean Air Act. 

§ 1033.740 Credit restrictions. 

Use of emission credits generated 
under this part 1033 or 40 CFR part 92 is 
restricted depending on the standards 
against which they were generated. 

(a) Credits from 40 CFR part 92. NOX 
and PM credits generated under 40 CFR 
part 92 may be used under this part in 
the same manner as NOX and PM cred-
its generated under this part. 

(b) General cycle restriction. Loco-
motives subject to both switch cycle 
standards and line-haul cycle standards 
(such as Tier 2 locomotives) may gen-
erate both switch and line-haul credits. 
Except as specified in paragraph (c) of 
this section, such credits may only be 
used to show compliance with stand-
ards for the same cycle for which they 
were generated. For example, a Tier 2 
locomotive that is certified to a switch 
cycle NOX FEL below the applicable 
switch cycle standard and a line-haul 
cycle NOX FEL below the applicable 
line-haul cycle standard may generate 
switch cycle NOX credits for use in 
complying with switch cycle NOX 
standards and a line-haul cycle NOX 
credits for use in complying with line- 
haul cycle NOX standards. 

(c) Single cycle locomotives. As speci-
fied in § 1033.101, Tier 0 switch loco-
motives, Tier 3 and later switch loco-
motives, and Tier 4 and later line-haul 
locomotives are not subject to both 

switch cycle and line-haul cycle stand-
ards. 

(1) When using credits generated by 
locomotives covered by paragraph (b) 
of this section for single cycle loco-
motives covered by this paragraph (c), 
you must use both switch and line-haul 
credits as described in this paragraph 
(c)(1). 

(i) For locomotives subject only to 
switch cycle standards, calculate the 
negative switch credits for the credit 
using locomotive as specified in 
§ 1033.705. Such locomotives also gen-
erate an equal number of negative line- 
haul cycle credits (in Mg). 

(ii) For locomotives subject only to 
line-haul cycle standards, calculate the 
negative line-haul credits for the credit 
using locomotive as specified in 
§ 1033.705. Such locomotives also gen-
erate an equal number of negative 
switch cycle credits (in Mg). 

(2) Credits generated by Tier 0, Tier 
3, or Tier 4 switch locomotives may be 
used to show compliance with any 
switch cycle or line-haul cycle stand-
ards. 

(3) Credits generated by any line-haul 
locomotives may not be used by Tier 3 
or later switch locomotives. 

(d) Tier 4 credit use. The number of 
Tier 4 locomotives that can be certified 
using credits in any year may not ex-
ceed 50 percent of the total number of 
Tier 4 locomotives you produce in that 
year for U.S. sales. 

(e) Other restrictions. Other sections of 
this part may specify additional re-
strictions for using emission credits 
under certain special provisions. 

§ 1033.745 Compliance with the provi-
sions of this subpart. 

The provisions of this section apply 
to certificate holders. 

(a) For each engine family partici-
pating in the ABT program, the certifi-
cate of conformity is conditional upon 
full compliance with the provisions of 
this subpart during and after the model 
year. You are responsible to establish 
to our satisfaction that you fully com-
ply with applicable requirements. We 
may void the certificate of conformity 
for an engine family if you fail to com-
ply with any provisions of this subpart. 

(b) You may certify your engine fam-
ily to an FEL above an applicable 
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emission standard based on a projec-
tion that you will have enough emis-
sion credits to offset the deficit for the 
engine family. However, we may void 
the certificate of conformity if you 
cannot show in your final report that 
you have enough actual emission cred-
its to offset a deficit for any pollutant 
in an engine family. 

(c) We may void the certificate of 
conformity for an engine family if you 
fail to keep records, send reports, or 
give us information we request. 

(d) You may ask for a hearing if we 
void your certificate under this section 
(see § 1033.920). 

§ 1033.750 Changing a locomotive’s 
FEL at remanufacture. 

Locomotives are generally required 
to be certified to the previously appli-
cable emission standard or FEL when 
remanufactured. This section describes 
provisions that allow a remanufactured 
locomotive to be certified to a different 
FEL (higher or lower). 

(a) A remanufacturer may choose to 
certify a remanufacturing system to 
change the FEL of a locomotive from a 
previously applicable FEL or standard. 
Any locomotives remanufactured using 
that system are required to comply 
with the revised FEL for the remainder 
of their service lives, unless it is 
changed again under this section dur-
ing a later remanufacture. Remanufac-
turers changing an FEL must notify 
the owner of the locomotive that it is 
required to comply with that FEL for 
the remainder of its service life. 

(b) Calculate the credits needed or 
generated as specified in § 1033.705, ex-
cept as specified in this paragraph. If 
the locomotive was previously certified 
to an FEL for the pollutant, use the 
previously applicable FEL as the 
standard. 

Subpart I—Requirements for 
Owners and Operators 

§ 1033.801 Applicability. 
The requirements of this subpart are 

applicable to railroads and all other 
owners and operators of locomotives 
subject to the provisions of this part, 
except as otherwise specified. The pro-
hibitions related to maintenance in 
§ 1033.815 also applies to anyone per-

forming maintenance on a locomotive 
subject to the provisions of this part. 

§ 1033.805 Remanufacturing require-
ments. 

(a) See the definition of ‘‘remanufac-
ture’’ in § 1033.901 to determine if you 
are remanufacturing your locomotive 
or engine. (NOTE: Replacing power as-
semblies one at a time may qualify as 
remanufacturing, depending on the in-
terval between replacement.) 

(b) See the definition of ‘‘new’’ in 
§ 1033.901 to determine if remanufac-
turing your locomotive makes it sub-
ject to the requirements of this part. If 
the locomotive is considered to be new, 
it is subject to the certification re-
quirements of this part, unless it is ex-
empt under subpart G of this part. The 
standards to which your locomotive is 
subject will depend on factors such as 
the following: 

(1) Its date of original manufacture. 
(2) The FEL to which it was pre-

viously certified, which is listed on the 
‘‘Locomotive Emission Control Infor-
mation’’ label. 

(3) Its power rating (whether it is 
above or below 2300 hp). 

(4) The calendar year in which it is 
being remanufactured. 

(c) You may comply with the certifi-
cation requirements of this part for 
your remanufactured locomotive by ei-
ther obtaining your own certificate of 
conformity as specified in subpart C of 
this part or by having a certifying re-
manufacturer include your locomotive 
under its certificate of conformity. In 
either case, your remanufactured loco-
motive must be covered by a certifi-
cate before it is reintroduced into serv-
ice. 

(d) If you do not obtain your own cer-
tificate of conformity from EPA, con-
tact a certifying remanufacturer to 
have your locomotive included under 
its certificate of conformity. Confirm 
with the certificate holder that your 
locomotive’s model, date of original 
manufacture, previous FEL, and power 
rating allow it to be covered by the 
certificate. You must do all of the fol-
lowing: 

(1) Comply with the certificate hold-
er’s emission-related installation in-
structions, which should include the 
following: 
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